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Usage Recommendations: Use approximately 42.5 lbs. of charcoal per pit to cook 60 lbs. of chicken. If you wish to cook a second rack, add 
approximately 15–20 lbs.

Stainless Steel: Meadow Creek Welding uses only food grade T-304 stainless steel for parts listed as stainless steel, including grates, racks, shelving, work surfaces, 
and units made primarily of stainless steel.

Options

Vinyl Cover

Slide Vents

Stainless Steel Flat Grates

Slideout Grates

Lids for Pits

Additional Pits

Tandem Axle (Standard w/7+ Pits)

Fire Extinguisher Mount

Spare Tire

Spare Tire Mount

Certificate of Origin

Thermometer

BBQ144
144” Charcoal / Wood-Fired

Chicken Cooker Trailer

Measurements

Overall Dimensions 37”h x 181”l x 70”w

Cooking Area 43.44 sq. ft. (6,256 sq. in.)

Grate Dimensions 34” x 46”

Number of Grates 4

Space Between Grate and Bottom of Cooker 20”

Space Between Wires on Flat Grate 1/2”

Grate Style Wire Grid With 1” Spacing on Center

Metal Thickness 13 Gauge

Net Weight 1,060 lbs.

Shipping Weight 1,330 lbs.

Features

Stainless Steel Grates

Charcoal Pan Inserts, 13 ga.

Wheel Jack

8” Highway Wheels With 18” Tires

Rubber Torsion Axle

Acu-Lube Bearings

2” Angle Iron Frame

Safety Chains

2” Ball Hitch

Vinyl Cover Hooks

Trailer Lights, 4 Prong Flat
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